
The information on physical and chemical characteristics is based upon tests believed to be reliable. The values are intended only as a 
source of information. A legally binding guarantee of specific properties is not to be inferred from our specifications. They are given 
without guarantee and do not constitute a warranty. The purchaser should independently determine, prior to use, the suitability of the 
material for his/her specific purpose. (Data represents averages and is not intended for use as a specification.)

Technical data information
™

BROOKLYN
93 Emerson Place 
Brooklyn, NY 11205
718.399.3333

LONG ISLAND
43 Engineers Lane
Farmingdale, NY 11735
631.420.4400

QUEENS
58-50 52nd Ave.
Woodside, NY 11377
718.399.3333

 Material: Polyester 

 Finish: Matte and Gloss 

 Color: White

 Weight: 13oz / 440gsm 

 Roll Width: 38" 

 Put Up: 150' 

 Ink Compatibility: Eco/Solvent, UV, Latex

 Yarn Dtex: 840 x 840 denier 

 Tensile Strength: 140 x 95 lbs/inch 

 Tear Strength: 50 x 43 lbs 

 Flame Resistance: DIN 4102

 Packaging: Hard Tube

 Wound: Print surface inside

Our most popular core product, this frontlit material may 

be used for any size indoor or outdoor banner, including 

pole banners. Premium Frontlit 13 oz. 840 Denier Banner is a 

reinforced laminated banner material manufactured with a 

polyester scrim. 

This durable media is ideal for a variety of sign and 

banner applications. As our most popular product, this 

840x840 material is regularly selected for many different 

sizes of indoor and outdoor long-term banners. For more 

information and to request a sample call today.

• Smooth surface

• High tenacity polyester base fabric

• Matte & gloss surfaces available 

• White opaque substrate for frontlit display

• Perfect solution for large billboards& banners 

Product: Premium Frontlit 13 oz.
SKU: DIBAP13 + Width + Finish


